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WX-SR200P 1.9 GHz
Digital Wireless
Microphone System

18-inch Gooseneck Microphone

WM-KG645

o Crystal Clear sound, optimized for
dialog clarity

® 18-inch length for easy, convenient use

® XLR (Male) Connector for easy insertion
into Panasonic's WX-ST600
(sold separately)

4 Port Networked Desktop
Charging Station

WX-SZ600

o Conveniently charges Panasonic Wireless
Microphone Transmitters (*Requires AA
NiMH batteries use in the transmitters)

e Features Contactless Charging for Easy
Cleaning

o Network port for remote monitoring
(ports used, % Charge, Charging Status)

(for WX-ST200, WX-ST400, WX-ST600 and WX-ST700)
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PTZ cameras are being used for a growing range of applications of varying scales-classroom lectures, conference

) presentations, broadcast programs, competitions in stadiums and other diverse types of events-offering versatile
options for not only the creation of recordings but also delivering live streaming and webinars. For many years,
Panasonic has been a leading provider of PTZ cameras and related equipment and solutions that meet diverse customer
needs. Today, as the role of software continues to expand in many fields, Panasonic’s extensive lineup of PTZ cameras is
being increasingly integrated with easy-to-use software for more efficient PTZ Camera System Solutions.
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A full Panasonic
Solution to give your
remote attendees
the feeling of being
in the room
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Wireless Base for Gooseneck Mic
WX-ST600

e Transmits on 1.9GHz spectrum to any
compatible Panasonic wireless mic receiver

® XLR (Female) microphone input connector
for compatible gooseneck microphones
(WM-KG645 or other)

* Two Modes of Operation: Always ON or
Push-to-Talk

e Easy to set up and use

o Integration with Panasonic PTZ Cameras for
Voice Triggering of PTZ Camera Presets (PTZ

Control Center, SF300 required)

Wireless Boundary Microphone

WX-ST700

e Transmits on 1.9GHz spectrum to any
compatible Panasonic wireless mic receiver

® XLR (Female) microphone input connector
for compatible gooseneck microphones
(WM-KG645 or other)

* Two Modes of Operation: Always ON or
Push-to-Talk

e Easy to set up and use

o Integration with Panasonic PTZ Cameras for
Voice Triggering of PTZ Camera Presets (PTZ
Control Center, SF300 required)
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PTZ Control Center IE3

Control Multiple PTZs from PC

o Free software download for Windows

o Centralized management of PTZs

¢ Keyboard/mouse/touchscreen/USB
joystick / game controller

e Up to 9 camera presets w/ thumbnails

® Quick access to camera control options

AW-SF300

Visual Presets Software Key

e Visualized Preset Groups management
e Easy operation using a PC mouse
® Multiple PTZs are controllable
e Activate a Preset on the PTZ Camera via your
voice with any Panasonic wireless mic
e List Price: $1,595
o https://pro-av.panasonic.net/en/software/aw-sf300/

Email P proaudio@us.panasonic.com

For More Information P> na.panasonic.com/us/audio-video-solutions/professional-audio



