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Panasonic

Operating Instructions [Installation]

Air Pressure Unit

I\/IodeINo.YG_1 01 US

® Before operating this product, please read the instructions carefully and save this manual for future use.
Please read the operating instructions of peripheral equipment together with it.

® First of all, please read “Safety precautions”.

‘ English version is the original instructions.

4 Installation

(1) Fix the "Filter and air regulator Set" and
"Solenoid Valve" to the power supply, and then
mount the "Air Cylinder" on the "Welding Head".

(2) Perform air piping and solenoid valve wiring.

(3) Connect the "Foot Pedal Switch" to the pressure
start at the rear panel of the power supply.

See the operating instructions of the welding head YG-101UH.

Power Supply
G-101UDT00

To Terminal Block

Foot Pedal Switch

Air Cylinder
YG-101US

Welding Head
YG-101UH

¢ Parts Structure

(AIR PRESSURE UNIT)
MODEL No. YG-101US (for YG-101UH)

Composition of Main Unit

1 Air Cylinder
2 Filter,
Regulator Set
Regulator with filter
W3000-459445
3 Solenoid
Valve Solenoid valve

4KB11006BAC1

4 Foqt Pedal GSU10203
Switch

5 Tube (6x4)

Q )
5m

6 Hexagon Socket Head Cap Screw: M5 x 15, 4 pcs.

Hexagon Socket Head Cap Screw: M4 x 15, 2 pcs.

® This operating instructions manual is based on the information as of February, 2022.
® The information in this operating instructions manual is subject to change without notice.
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